TECHNICAL SPECIFICATION

CHARACTERISTICS

DIMENSION & SURFACE QUALITY

1) Dimension

2) Deviation in Thickness

3) Straightness of sides

4] Rectangularity

5) Surface Flatness

6) Surface Quality
PHYSICAL PROPERTIES

1) Water Absorption

2] Bending Strength

3) Scratch hardness (Mohs)

4) Crazing
CHEMICAL PROPERTIES

1) Staining Resistance

2) Household Chemical
THERMAL PROPERTIES

1) Thermal Shock

2) Thermal Expansion

EURO STANDARDS MEAN VALUE

EN-159/I1S 13753

+0.5% +0.2%

+0.6 mm 0.2 mm

+0.3% +0.2%

+0.5% +0.3%

+0.5% =0.3%

Min, 95% Min. 96%

> 10% 13.5%

> 150 kglem?® 200 - 250 kg/cm®

Min. 3 Min. 3

1 Cycle No Crazing at 4 Cycles

Min. Class 2 Resistance to all Acids
And Alkalies & Household
Chemicals, except

Min. Class B Hydrofluoric Acid

Resistant o 10 Cycles CONFORMS

Max - 9E* CONFORMS

Qur conformity to the above standard is applicakle only for premium guality

PACKING DETAIL

: pcs./ sq. fif

s Box Box
30x60cm 5 Q.68
30x30cm 8 7.75

Note :

thg'x*'s" W‘;g‘” Box/Pallet

0.9 14.0 kgs 96
0.72 10.0 kgs 120

1. Certain armount of size and shade variation is inherent in all ceramic products.
2. Qurconformity to the above Fastis applicalle only for Quality.

3. Colour shown are as accurate as the limitations of the printing process will allow. Prospective custorners are advised 1o inspect a sample of the tile before orderng. Every effort has
been made to ensure the accuracy of the information given. However the company reserve the right to change the specification without prior notice. Sometimes variations in shade
o1 size being inherent to ceramic industry may occur, Itis suggest 1o check the tiles before purchase any laying as the company dose not accept responsibility once the tiles are laid.

Total Box/ Total Sq. Mts/ Total Weight/

Container Container Container
1920 1728.00 27456.0
2760 1987.20 27950.00



